
Project Specific Certification Plan

Title....

CAA Reference X/21E/X

1.  SCOPE

1.0
The purpose of this PSCP is to define and document a certification programme between the Civil Aviation Authority of New Zealand (CAANZ) and Applicant to expedite the issue of a Supplemental Type Certificate in accordance with NZCAR Part 21 Subpart E.
1.1
This PSCP shall become effective upon endorsement by the CAANZ and the Applicant’s Project Manager in Section 9.   It will continue in effect throughout all phases of the project unless it is superseded, revised, or terminated.   This PSCP may be amended by mutual agreement in accordance with agreed procedures.
1.2
The CAA Work Request covering the STC project is X/21E/X.

2.  DESIGN CHANGE DESCRIPTION

2.1
Description of type design change, identifying the product to be changed (with reference to the TC) and including any significant or unusual design features…………..

3.  PROJECT STAKEHOLDERS 

3.0 
The applicant for the STC is :
Applicant’s name



Applicant’s address



(CAA Client No. ………..)



Phone: ………………….
Fax: ………………….

3.1
The Design Organisation  is : 
Design Organisation’s name



Deign Organisation’s address



(CAA Client No. ………..)



Phone: ………………….
Fax: ………………….

3.2
The applicant’s designated Project Manager is………………………………… The Project Manager is the applicant’s point of contact for all administrative matters concerning the STC.   Technical issues may be dealt with directly with Project Design Engineer ……………………………….


3.3
The CAA’s nominated Project Engineer is ………………… The Project Engineer is responsible for the day-to-day conduct of the certification activities on behalf of the Director.   All contact on certification matters, including supply of documentation and the scheduling of visits and tests, shall be addressed through the Project Engineer.   (Direct phone 64-4-……………, Fax 64-4-560 9452 or e-mail at ……………@caa.govt.nz)

3.4
The applicant shall be responsible for—
a) Proposing the means of compliance with the nominated airworthiness design standards.

b) Demonstrating that the supplemental type design complies with the airworthiness design standards.

c) Notifying the CAA Project Engineer as soon as practicable of the dates and locations of all compliance tests, including flight tests, with at least 5 days notice.

d) Supplying to the CAA all necessary data, including the compliance checklist and all the documentation listed in paragraph 7. 

4.  CERTIFICATION SCHEDULE

4.0
The STC assessment process will follow as closely as practicable ACU Procedure 3.6 with reference to AC 21-8 and FAA Order 8110.4, as appropriate for a Supplemental Type Certificate application. 

4.1
Certification Board Meetings.   Depending on the scope of the STC project the CAA or the applicant may convene a Certification Board (CB) meeting at significant stages of the project.   Refer to AC 21-8 and ACU Procedure 3.6 for a full description of CB requirements.   Required CB meeting are detailed in the STC project schedule below.

4.2
The applicant and Director have agreed the following proposed schedule for the STC project:

	Action
	Required
	Date

	
	Yes
	No
	

	STC Application / Draft PSCP Submitted to the Director 
	      INFO  Comments  \* MERGEFORMAT 

 INFO  Comments \* Lower  \* MERGEFORMAT 
	     
	

	Familiarisation CB Meeting 
	     
	
	

	PSCP Finalised
	
	
	

	Preliminary Data Submitted to the Director with an MDL
	
	
	

	Interim CB Meeting 
	
	
	

	Conformity Inspections
	
	
	

	Certification Tests 
	
	
	

	Compliance Inspections
	
	
	

	Pre-flight CB Meeting 
	
	
	

	Flight Tests (including Conformity Inspections)
	
	
	

	Final Descriptive and Substantiating Data Submitted to the Director 
	
	
	

	Final CB Meeting 
	
	
	

	STC Issue
	
	
	


5.  CERTIFICATION REQUIREMENTS

5.0
The agreed certification basis is ………………………………………….. including amendments ……….. through ……. 

5.1
The applicant has identified the following unique or unusual design characteristics which may require the application of special conditions to this STC application: …………………………

5.2
The applicant has applied for the following equivalent level of safety findings with respect to the certification basis of this STC: …………………………

6.  METHOD OF COMPLIANCE 

6.0
Include a description of how compliance will be shown against each applicable airworthiness requirements.   This section may refer to the method of compliance detailed in an attached Compliance Checklist (include reference)
6.1
Certification Tests.   For all proposed certification tests – a Test Plan detailing the proposed test method, the test requirements (i.e. loads, test cases), conformity inspections, and the criteria by which the test article will pass or fail should be supplied to the CAA Project Engineer at least ten working days prior to the test..   Refer to AC 21-8 and ACU Procedure 3.6 for a full description of Certification Test requirements.   The following tests are planned to show compliance with the applicable airworthiness requirements:

	Test Description (including Test Plan ref)
	Witness
	Date of Test

	
	
	

	
	
	


6.2
Conformity Inspections.   Inspections are required to confirm—


test articles conform to descriptive data;


compliance inspection articles conform to descriptive data;


the design change can be replicated.

The CAA Project Engineer should be notified five working days before the scheduled inspection date:

	Requirement for Conformity Inspection
	Signatory
	Date of Insp.

	
	
	

	
	
	


6.3
Compliance Inspections.   An engineering compliance inspection should be done for any aspect of product design and installation where compliance with the certification requirements cannot be determined through the review of drawings or reports.   The following Compliance Inspections are planned to show compliance with the applicable airworthiness requirements:
	Details of Compliance Inspection
	Signatory
	Date of Insp.

	
	
	

	
	
	


7.  CERTIFICATION DOCUMENTATION
7.0
The following list identifies all data submitted to show compliance with the applicable airworthiness requirements.   Detailed information on Substantiating Data requirements are included in AC 21-8.   A separate Master Document List is required as part of the STC data package to define all documents, and their issue status, to embody, maintain and substantiate the design change.

	Document ref
	Revision
	Date 

	
	
	

	
	
	

	
	
	


8.  CONTINUING AIRWORTHINESS RESPONSIBILITY

8.0
The applicant shall be responsible for providing continuing airworthiness support for the aircraft to all owners and all national airworthiness authorities in countries in which the aircraft is operated, in accordance with rules 21.123(a)(1) and 146.61.   The applicant should make a submission to the Director to demonstrate that they have the procedures and systems in place to achieve this.  
9.  AGREEMENT OF CERTIFICATION PLAN
9.0
The ACU and Applicant agree to the provisions of this PSCP as indicated by the signature of their duly authorised representatives.
	Applicant Project Manager:

	Name:


	Signed:
	Date:

	CAA Project Engineer:

	Name:


	Signed:
	Date:









