
Issued 25 February 2016 Page 1 of 2 CAA of NZ 

Airworthiness Directive Schedule 
Balloons 
Ultramagic Series 
25 February 2016 
 

Notes  1. This AD schedule is applicable to Ultramagic Balloons models H, M, N, S, T, V and 
Z series manufactured by Ultramagic S.A. under EASA Type Certificate No. 
EASA.B.014 (formerly type certificated by the Spanish DGAC). 

  2. The date above indicates the amendment date of this schedule. 

  3. New or amended ADs are shown with an asterisk * 
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DCA/ULMGC/1 Fisher Connectors – Replacement 

Applicability: Ultramagic balloons fitted with tanks model M-20, S/N 236 through to 262, and 
Ultramagic balloons fitted with tanks model M-30, S/N 334 through to 415, and 
Fitted with a Fisher connection. 

Requirement: Accomplish the requirements specified in Spanish DGAC AD 03/99 issued 14 October 
1999. 

Note: A copy of Spanish DGAC AD 03/99 can be obtained from the Spain DGAC AD 
website at: 

http://www.seguridadaerea.es/AESA/LANG_CASTELLANO/_INFORMACION/NORM
ATIVA/CIRCULARES_DOCUMEN/DIRECTIVAS_AERONAVEGABILIDAD/directivas_
1.htm 

 (Spanish DGAC AD 03/99 refers) 

Compliance: As specified in Spanish DGAC AD 03/99. 

Effective Date: 26 April 2012 

DCA/ULMGC/2 Flying Wire Eyelets – Inspection and Repair 

Applicability: Ultramagic balloons with S/N listed in Spanish DGAC AD 01/03. 

Requirement: Accomplish the requirements specified in Spanish DGAC AD 01/03 issued June 2003. 

Note: A copy of Spanish DGAC AD 01/03 can be obtained from the Spain DGAC AD 
website at: 

http://www.seguridadaerea.es/AESA/LANG_CASTELLANO/_INFORMACION/NORM
ATIVA/CIRCULARES_DOCUMEN/DIRECTIVAS_AERONAVEGABILIDAD/directivas_
1.htm 

 (Spanish DGAC AD 01/03 refers) 

Compliance: As specified in Spanish DGAC AD 01/03. 

Effective Date: 26 April 2012 
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